No Lesen : PY008702
Licence No :

LESEN PENSIJILAN BARANGAN

Product Certification Licence

INTERNATIONAL

SIRIM QAS International Sdn. Bhd. dengan ini menganugerahkan kepada
SIRIM QAS International Sdn. Bhd. hereby grants to

YIEH PHUI ENTERPRISE CO. LTD
NO.369, YU LIAO ROAD

QIAO TOU DISTRICT,
KAOHSIUNG CITY

825, TAIWAN

Lesen untuk menggunakan Tanda Pensijilan di atas barangan

a licence to use the Certification Mark on

HOT-DIP ZINC AND ZINC ALLOYED WITH ALUMINIUM AND MAGNESIUM STEEL SHEET
AND STRIP

Please refer to detail in the SCHEDULE

sebagai mematuhi keperluan
as complying with

AS 1397 : 2011

Nur Fadhilah binti Muhammad
Ketua Pegawai Eksekutif

Chief Executive Officer

SIRIM QAS International Sdn. Bhd.
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SCHEDULE

YIEH PHUI ENTERPRISE CO. LTD

:PHUIZERFAN

:STRUCTURAL GRADE = G250, G300, G350, G450, G500, G550;
FORMABILITY GRADE = G1

:COATING CLASS = ZA90, ZA135, ZA180, ZA225, ZA275, ZA350, ZA450

:COATING TYPE = ZINC/ALUMINIUM COATING (ZA); SURFACE FINISH =
REGULAR SPANGLE (R); SKIN PASSED (S)

:BASE METAL THICKNESS (mm) = 0.320 TO 4.500; MAXIMUM WIDTH (mm) =
1534

:PHUIZERZINC
:STRUCTURAL GRADE = G450, G500
:COATING CLASS = 2100, 2200, 2275, Z350, Z450, Z600, Z600, ZF80, ZF100

:COATING TYPE = ZINC COATING (Z OR ZF); SURFACE FINISH = REGULAR
SPANGLE (R); SKIN PASSED (S)

:BASE METAL THICKNESS (mm) = 0.320 TO 4.500; MAXIMUM WIDTH (mm) =
1534

:PHUIZERLUME

:STRUCTURAL GRADE = G450, G500

:COATING CLASS = AZ150, AZ200

:COATING TYPE = ALUMINIUM/ZINC ALLOY COATING (AZ); SURFACE FINISH =
REGULAR SPANGLE (R); SKIN PASSED (S)

:BASE METAL THICKNESS (mm) = 0.320 TO 4.500; MAXIMUM WIDTH (mm) =
1534
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